
disk light 130*90mm

LED DISK LIGHT FIXTURE
INSTALLATION INSTRUCTION

1. WARNIN G
Please follow the instructions carefully. Failure to follow installation could cause accident such as
falling, the electric shock,a fire etc.
Please do not remodel the lamps and adjust the parts in order to avoid falling, electric shock,
damage and other accidents.
2. NOTICE
In order to ensure the safety, when the lamps are maintained and examined, please entrust the
professional personnel of electrical appliances to be responsible for ii, otherwise the non-
professional personnel is easy to be in dangerous situation when they install the lamps.
The power should not exceed the specified range (rated voltage 120v, frequency 60Hz).
Make sure the power is cut off and the environment is dry when you install the lamps.
The lamp is not waterproof so that misuse will lead to an electric shock.
please do not install the lamp over the stove,the gas pipe and the exhaust pipe to avoid a fire and
other accidents
3. MAINTENANCE
For the safety and the efficiency of this product, please clean and check it regularly .When the
lamp need to be wiped, please cut off the power firstly, Afteiwards use the soft drapery to dip the
soap water and wring it drily to wipe the lamp.Make sure that the lamp is dry before the installation

SURFACEMOUNTING:
Measure distance or key hole slots, mount screw on to surface leaving heads
exposed 1/8 inch.
Place screw head into large section of key hole salt & stide fixture to the smaller
section of the slot to secure fixture to screws.

r
.!.

79mm

Q

Q

-I
D=0.079 -0.099in

c:>-. Sc rew

,,

Made in China

LED DISK LIGHT FIXTURE
INSTRUCTION D' INSTALLATION

1. ATTENTI ON
Veuillez suivre les instructions attentivement Le non-respect de l'installation peul provoquer des
accidents tels que des chutes, des chocs tllectriques, un incendie etc
Veuillez ne pas remodeler les lampes et aJuster les pieces afin d'tlviler la chute,les choce tllectriques,les
dommages et autres accidents.
2. AV IS
Afin d'assurer la securite, lorsque les lampes sont entretenues et examinees,nous recommandons qu'ils
soil installes par les tllectricients certifitls,si non,l'installation non-professionnelle est sujette au danger.
La puissance ne doit pas dE!passer la limite sl)ecifiE!e{tension1,frE!quence 6GHz).
Assurez-vous que l'alimentation tllectrique est coupee et que !'environment est sec quand vous installez
leproduit
La lampe n'est pas etanche, de sorte qu·une mauvaise utilisation entrainera un choc tllectrique.Ne pas
installez la lampe sur le le, letuyau de gaz et le tuyau d'tlchappement pour eviler le feu et d"autres
accidents
3. ENTRETIEN
Veuillez le nettoyer et le verifier l"egulierement pour la 5ecurittl et l'efficacite de ce produit.
Lorsque la lampe doivent etre essuyee, coupez d'abord le courant. Ensuite, utilisez la draperie deuce
pour tremper dans l'eau savonneuse et essorez-la pour essuyer la lampe. Assurez-vous que la lampe
est 5eche avant !'installation

MONTAGE DE SURFACE:
Mesurer la distance au les fentes de trou de cle, monter la vis sur la surface
laissant des tStes exposes 1/8 pouce.

a la plus petite section de la fente pour fixer l'appareli aux vis.
Placez la tete de vis dans une grande section de trou de cle salt & stide fixture
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